
N-MC-PC
MCP accessory, intelligent Manual Call Point connector

Details

Allows a quick fit of field cabling to the compatible manual call point

High quality moving parts allow for multiple, fault free connections

without mechanical failures

Keyed orientation alignment aids prevents incorrect or reverse fitment to

the manual call point connector

General

The N-MC-PC is a manual call point, 90° plugged connector allowing

for the easy connection and disconnection of cables to the manual call

point to simplify installation and maintenance.



N-MC-PC
MCP accessory, intelligent Manual Call Point connector

Technical specifications

General
Compatibility Excellence, NC & Ziton series MCPs

Electrical
Cable specification 0.404 to 2.05 mm
Terminals 4

Physical
Physical dimensions 20 x 25.9 x 12.7 mm (L x W x D)
Colour Green
Mounting type Plug-in
Material (body) Plastic

Environmental
Vandal proof No
Operating temperature −30 to +72°C
Storage temperature −30 to +72°C
Relative humidity 10 to 95% noncondensing
Environment Indoor, Outdoor

Regulatory
Compliancy CE, REACH, RoHS 2, WEEE

As a company of innovation, Kidde Global Solutions reserves the right to change product

specifications without notice. For the latest product specifications, visit firesecurityproducts.com

online or contact your sales representative.
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